
Type :     UP 150/56 with Volvo TAD952VE

Applications :     fluidization, fire fighting-like applications, clear to slightly polluted water, ….

Engine :     Volvo six cilinder diesel engine, watercooled, type TAD952VE

Power output :     235 kW at 1.800 rpm

Free impeller passage :     20 mm

Starting system :     24 V electrical start

Weight :     6.850 kg ( full tank )

Tankage :     350 liters

Consumption :     50 liters/ hour at maximum capacity

Dimensions :     5.020 x 1.540 x 2.510 mm

Coupling :     suction : DIN flange DN250 PN16

      discharge : DIN flange DN200 PN16, gate valve DN150 PN16 included

Characteristics :     engine is canopied and sound attenuated

      shaftseal by stuffing box

Equipment :     central lifting eye, forklift pockets

      adjustable speed, Chalwyn valve and spark-arrestor

      float switches for automatic working, floats  (L = 20m)

      threeway valve for the connection of an external fuel tank
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Diesel driven, high pressure

UP150/56 – 952VE

Diesel driven pump 10", high pressure

0 100 200 300 400 500 600

0

20

40

60

80

100

120

140

160

m³/h

m
w

c Curve Q-H

1.800 rpm

1.700
1.600

1.500
1.400

30/09/2024


